SANWA "MMP" (only*)

No. SANWASPMMP001

Oct. 2019
tem PUMP TYPE MMP 11 MMP 22 MMP 21
No Motor (W) 370W+550W 370W+550W 370W+550W MATERIAL REMARKS
) Magnet Coupling Type R25x6N R25x6N R25x6N
IMPELLER N
Weight (ki 09 0,9 11
1 |MAGNET COUPLING(P) eight (kg) 3168S
20A IWAKI Part No. Please specify impeller size. 316SS+RARE EARTH
SW number conforms to "1" of the product code.
PIN Weight (kg) 0,01
1A IWAKI Part No| SW0212 < | < 3168S
isincluded in IMPELLER & MAGNET COUPLING(P) (1 & 20A ) *2 PCS
CASING Weight (kg) 1,0 14 2,2
2 IWAKI Part No| SW0001 SW0002 SW0003 3168S
PLUG Weight (kg) 0,05
51 IWAKI Part No| SW0205 | < 3168S
isincluded in CASING (2)
REAR CASING Weight (kg) 07 1,0
4 IWAKI Part No| SW0004 | -« SW0005 316sS
SHAFT Weight (kg) 0,05
8 IWAKI Part No| SW0014 | < | < siC
THRUST RING Weight (kg) 0,05
29 IWAKI Part No| SW0016 | -« | -~ sic
BUSHING Weight (kg) 0,05
45 IWAKI Part No.| SW0017 | < | < SiC-D
*2 PCS -30to +150 °C
MAGNET COUPLING(M) Weight (kg) 14
208 IWAKI Part No| SW0018 | -« | -~ CAST IRON+RARE EARTH
BASE Weight (kg) 0,7
50 IWAKI Part No| SW0008 | < | < 304sS
HEXAGON HEAD BOLT w/washer Weight (kg) 0,06 0,06 0,08 .
62 IWAKI Part No| SW0206 SW0207 SW0208 gg;ls,jé' 'JJ'AFSL:gRWASHER &
*6 PCS *6 PCS *8 PCS
|HEXAGON HEAD BOLT w/washer & nut Weight (kg) 01 .
T AKIFGHING) SURELD I = 304SS with FLAT WASHER &
APCS SPRING WASHER & NUT
63 -
HEXAGON HEAD BOLT w/washer Iw:l:llgl:n (l;i) Sv%g;‘“ 30455 with FLAT WASHER &
: SPRING WASHER
i 0,05
HEXAGON HEAD BOLT w/washer Weight (kg) 3045 with FLAT WASHER &
64 IWAKI Part No| SW0211 | < | < SPRING WASHER
is included in BASE (50) *2PCS
SET SCREW Weight (kg) 0,01
61 IWAKI Part No. SW0213 | - | — STEEL
is included in MAGNET COUPLING (M) (208B)
FRAME ADAPTER Weight (kg) 23 2,5
15 IWAKI Part No| SW0006 | < SW0007 CASTIRON
-20 to +150°C 0,005
IWAKI Part No. SW0009 | < PTFE -20 to +150 °C
ORING
-30 to -21°C 0,005
IWAKI Part No. SW0010 | — PTFE mixed with Glass fiber -30to -21°C
-20 to +120°C 0,005
33 IWAKI Part No. SW0011 PTFE (1.51) -20to +120 °C
+121 to +150°C 0,005 K .
GASKET PTFE mixed with Glass fiber o
(0125 x 2 136) IWAKI Part No. SW0012 (1.5) +121 to +150 °C
-30 to -21°C 0,005
PTFE mixed with Inorganic
IWAKI Part No., SW0013 filer (1.51) -30to -21 °C

* Note: Price list is not valid for MMH / MML spare parts. For these pumps single RFQ needs to be made with the pump's MFG no.!

A Subject to change without prior notice!

AVActual pump may differ from the exploded view!




